
634 Swan Street, Ramsey, NJ 07446 800-524-1598 www.jamiesterndesign.com

Cooper Chenille offers a soft hand and a jazzy selection of 2 toned colorations. 
Additional visual appeal  is created by using textured yarns in the weaving 
process. Cooper Chenille has great abrasion resistance and an i-clean™ finish 
providing high performance stain and moisture repellent.

SPECIFICATIONS

APPLICATIONS

FLAMMABILITY REQUIREMENTS

PERFORMANCE SPECIFICATIONS

Content

Width

Weight

Backing

Repeat

Suitable for upholstery in Hospitality, Contract and Residential application

Cleaning Code: W.     Spot clean only with water-based upholstery shampoo or foam upholstery cleaner. Pretest a small, inconspicuous area before 
proceeding. Do not over wet. Do not use solvents to spot clean. Cushion covers should not be removed and laundered. When cleaning a spill, blot 
immediately to remove the spilled material. To prevent overall soiling, frequent vacuuming or light brushing with a non-metallic, soft bristle brush to 
remove dust and grime is recommended. When cleaning a spill, blot immediately to remove spilled material. Evenly clean the entire panel in a seam 
to seam fashion. Do not clean just the spots or stains. When an overall soiled condition has been reached and professional care is required, contact an 
IICRC certified firm (www.iicrc.org).

98% Polyester / 2% Nylon

54”

12.5   oz / linear yard

Synthetic Latex Blend

n/a

Piece Size 35 yds / piece
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Finish

UFAC Class 1

CLEANING INSTRUCTIONS

California Technical Bulletin No. 117-2013 Section 1

NFPA 260 Class 1

95,000+ Double Rubs (Wyzenbeek-cotton duck) per ASTM D4157

i-clean™, a high-performance stain and moisture repellant

Abrasion Resistance


